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05500 METAL FABRICATIONS 

1. Miscellaneous Fabrications:  Provide required miscellaneous supports whether or not 
shown on drawings.  Without limitation, include the following: 
a. Overhead supports for operable partitions and other items. 
b. Bracing for half-height partitions. 
c. Lintels for masonry openings. 
d. Steel stairs and handrails. 
e. Handrails at ramps. 
e. Supports at new roof openings. 
f. Elevator pit ladder, sill angle. 
g. Angles at overhead doors. 
h. Metal bracket supports for solid surface counters and benches. 
i. Roof access ladders. 
j. Hose-drying platform and hooks 
k. Detention cuff rails 
l. Detention Benches 
m. Pipe bollards 

2. Related Items Specified Elsewhere: 
a. Bollards; Site Improvements, Section 02860. 
b. Fencing and gates; Fencing, Section 02860. 
b. Steel plate ceilings and bunks:  Security and Detention Specialties, Section 13020.. 

3. Steel Stairs and Handrails:  Design for load requirements as required by local building 
codes.  Pre-fabricate to greatest extent possible and shop-prime with rust-inhibitive metal 
primer. 

4. Comply with NAAMM Metal Stair Manual. Provide “Architectural Class” fabrication. Use 
cold-rolled steel to forms pans and other exposed components. 

5. Weld joints and seams of exposed fabrications continuously. Provide butt-welded 
connections for pipe rails. Grind welds smooth so joints are not visible on exposed 
surfaces. 

6. Prepare for painting in accordance with SSPC SP-1. Prime with material compatible with 
specified top coats. 

06 - WOOD AND PLASTIC 

06100 MISCELLANEOUS CARPENTRY 

1. Summary: 
a. Provide fire retardant blocking. 
b. Provide blocking at typical locations, such as for support of wall mounted items 

such as shelving, cabinets, counters, handrails, signs and fixtures, and standing 
and running trim; do not depend on drywall for support.   

c. Provide blocking for handrails and grab bars sufficient to support loads as required 
by code. 

2. Related Work:. 
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e. Pressure treated wood blocking and nailers for roofing; EPDM Roofing, Section 
07530.. 

06200 FINISH CARPENTRY 

1. Summary: 
a. MDO soffit at exterior canopy/overhang. 
b. Shelving on metal standards.  1” thick laminate covered shelving on 1” heavy duty 

double-slot bracket and standard supports. 
c. Laminate covered shelf and clothes pole at closets. 
d. Misc. standing and running trim. 

06400 ARCHITECTURAL WOODWORK 

1. Summary: 
a. Laminate covered base and wall cabinets. 
b. Solid surfacing countertops and work station counters. 
c. Butcher block bench tops for shower and locker rooms.  
d. Kitchen cabinets and related millwork. 

2. Related Work: 
a. Metal brackets for support of work station countertops; Metal Fabrications, Section 

05500. 

3. Materials: 
a. Wood for Transparent or Natural Finish:  White Oak solid stock or rift-cut veneer 

face.  Book match and end match and balance flitches within panels. 
b. Wood for Painted Finish:  Any paint grade, close-grained hardwood or hardwood 

veneer, such as poplar.  Edge band exposed ends and edges of plywood with 
matching solid stock strip at least 1/2 inch thick; miter at corners. 

c. Plastic Laminate:  High-pressure decorative laminate (HPDL) complying with NEMA 
LD3; manufacturer/pattern/color as scheduled in Finish Schedule.  Use GP50 grade 
laminate for horizontal work surfaces and countertops, GP28 grade laminate on 
shelving and on vertical surfaces.  Laminate to medium density particleboard or 
fiberboard core, except use only waterproof veneer core plywood for countertops 
which contain a sink. Provide color as selected by the Architect. 

d. Prefinished Board:  Particleboard surfaced all sides with low-pressure decorative 
melamine laminate. Provide color as selected by the Architect. 

e. Solid Surfacing:  Countertops of solid plastic.  Specifications to include 
requirements for recyclede content. 

4. Fabrication: 
a. Fabricate architectural woodwork and natural finish casework in accordance with 

Architectural Woodwork Institute (AWI) "Premium Grade" standards.  Shop-fabricate 
to greatest extent possible.  Sequence match and end-match adjacent panels.  
Select solid stock to closely match veneer color and graining. 

b. Fabricate laminate-covered casework in accordance with AWI "Custom Grade" 
standards, using "Flush Overlay" details. 

c. Fabricate laminate tops in accordance with AWI "Premium Grade" standards.  
Provide laminate backer sheet on back face. 
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5. Natural Wood Finishes:   
a. Finishing:  Provide a filled finish without stain, spray applied under controlled 

conditions,  with a dull-rubbed sheen in one of the following AWI Finish Systems, 
Premium Grade: 

1) AWI Finish System No TR-4: Conversion Varnish. 

2) AWI Finish System No TR-2: Catalyzed Lacquer. 

6. Cabinet Hardware:  Provide hardware in the correct amount, hand and weights required by 
the specific cabinets. 
a. Wire Pulls:  Stanley 4483-1/2, 3-1/2 inch pitch; satin stainless steel. 
b. European Type Hinges:  Concealed self-closing hinges, with 170 degree opening 

capability and 3-way adjustment.  Provide 2 per door for doors up to 24 inches wide 
and weighing up to 20 pounds; 3 on doors over 48 inches tall or weighing 20 to 40 
pounds. 

c. Drawer slides:  3/4 extension ball bearing slides, 75 pound (34 kg) rating with steel 
bearings;  Accuride model 214. 

d. Drawer slides for File Drawers:  Full extension ball bearing slides, 100 to 150 pound 
(45 to 70 kg) rating with steel bearings;  Accuride model 4034 with release 
mechanism. 

e. Levelers:  Adjustable leveling legs. 
f. Silencers:  Two per drawer and door. 
g. Adjustable Shelf Supports:  Pin type shelf supports system, spaced 2 inches o.c. 

vertically with metal pin-type shelf supports, nickel plated; Knape & Vogt #345NP. 
h. Wire Access Grommet: Doug Mockett Co.; color as selected by Architect 

7. Installation:   
a. Condition wood materials to prevailing humidity conditions before installing. 
b. Standing and running trim:  Keep number of joints to a minimum; use full-length 

pieces wherever possible.  Scarf end-to-end joints and stagger joints in adjacent 
members.  Cope trim at returns and miter at corners to produce tight-fitting joints 
with full surface contact.   

c. Casework:  Anchor securely to blocking.  Provide matching scribe pieces where 
necessary to finish runs.  

d. Scribe and cut work to fit adjoining work closely.  Refinish cut surfaces in prefinished 
items. 

e. At countertops with sinks, seal around plumbing fixtures and around perimeter of 
countertop using sanitary silicone sealant, color as selected by Architect. 

06600 REINFORCED PLASTIC PANELS 

1. Fiberglass reinforced polyester wall liner panels at decontamination shower 

2. Nudo Products, Inc. or equal 
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07 - THERMAL AND MOISTURE PROTECTION 

07100 WATERPROOFING AND DAMPROOFING 

1. Summary: 
a. Bituminous dampproofing at all frost walls. 
b. Cementitious waterproofing at elevator pit. 

07210 BUILDING INSULATION 

1. Sumary:: 
a. Rigid insulation at foundation/frost walls, under slab minimum of 4’ from exterior. 
b. Rigid insulation in veneer masonry walls. 

c. Related Work: 
a. Insulation at roof; see EPDM Roofing, Section 07530.  

07280 AIR BARRIERS 

1. Code compliant air barrier below slab, in walls, and roof; membrane or liquid system. 
Conform to NFPA 285. CCW 705 FR or equal. 

2. Special details for maintaining continuous barrier at openings, transition of wall to roof; 
‘peel and stick’ flashings, special tape for joints. 

07410 METAL WALL PANELS 

1. Metal wall panel system. 
a. Alucabond or equal. 

07530 MEMBRANE ROOFING 

1. Summary: 
a. Fully adhered 60 mil TPO roofing system, including fire protection board, vapor 

barrier, rigid insulation, and membrane. 
b.. Pressure treated blocking, nailers. 
c. Polyisocyanurate insulation.  Tapered where required. 
d. Roof drains and over-sized sumps (8 x 8 feet). 
e. Walkway protection. 
f. Roof access hatch with rail. 

2. Related Work: 
a. Roof access ladders:  Section 05500, Metal Fabrications. 
b. Roof drain piping and connectors:  Plumbind, Divison 15. 
c. Unit masonry, Section 04810. 

07600 SHEET METAL FLASHING AND TRIM 

1. Summary: 
a. Furnish sheet metal flashing for masonry: Fabric-coated copper flashing 
b. Metal flashings for roof system. 
c. Coping for parapet. 
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2.` Related Work: 
a. Installation of sheet metal flashing in masonry, Unit Masonry – Section 04810. 
b. Metal wall panels, Section 07410. 

07840 FIRESTOPPING 

1. Provide UL listed firestopping at penetrations through rated partitions, and through rated 
and non-rated floors. Select firestopping based on type of penetration and construction 
penetrated. 

2. Provide intumescent-type firestopping for penetrations of plastic piping or insulated piping. 

3. Submit schedule of indicating each type of condition, and proposed firestopping for use. 

07920 JOINT SEALANTS 

1. Seal exterior working and non-working joints, whether or not shown, with 2-component 
polyurethane sealant equal to Tremco "Dymeric" or Pecora "Dynatrol II" in   color selected 
by Architect.  Without limitation, types of joints to be sealed include: 
a. Expansion joints in masonry and where new work meets existing construction. 
b. Joints at changes in material, such as perimeter of window and door frames, 

louvers, and similar openings. 
c. Metal-to-metal joints. 
d. Joint between sidewalk and building base. 

08 - DOORS AND WINDOWS 

08100 DOORS AND FRAMES 

1. Comply with NFPA 80 for the installation of fire-rated doors and hardware. 

2. Metal door frames, door frames and sidelights, interior window frames.        
a. Door and frame schedule. 
b. Finish samples for transparent finished wood doors. 

3. Door frames:  16 gauge hollow metal welded frames, shop-primed. 

4. Wood doors for transparent finish:  Solid core flush wood doors complying with 
NWWDA I.S.1-87, 5 ply with core glued to stiles and rails; Grade I (Premium) hardwood veneer 
face.  Provide pattern matching across pairs of doors. Provide factory finish. 

5. Steel doors:   SDI 100, Grade II (heavy duty), Model 1 (full flush) with 18 gauge face, shop-
primed, unless otherwise scheduled. 

6 Fire rated doors: Provide UL label doors with rating as scheduled. Provide temperature-rise 
rated doors at stairwells. 

7. Installation: Allow wood doors to become acclimated before hanging.  In fitting for width, 
trim equally from both sides. Do not trim top or bottom rails more than 3/4 inch.  Require 
painter to seal tops, bottoms and edges of doors immediately after doors have been fitted.    
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8. Related Work:  Holding Cell Doors; Security and Detention Specialties. 

08320 OVERHEAD SECTIONAL DOORS 

1. Partially glazed (insulated glass) overhead sectional doors at Apparatus Bays. 

2. Insulated heavy duty overhead sectional door at Sallyport. 
a. Control:  interlock with access door and security system. 

08400 ENTRANCES AND STOREFRONT 

1. Summary: 
a. Interior and exterior storefront framing. 
b. Entrance doors and hardware. 
c. Interior transaction window accessories. 

2. Framing System: EFCO 403 System, 2 x 4-1/2” framing; thermally broken; accepts steel 
reinforcing if required by loads. 
a. Wind loads:  Design 90 mph; 21 psf, 29 psf at salient corners. 

3. Entrance Doors: Medium stile, anodized aluminum. 
a. Provide specially fabricated doors, 8’0” opening at main entry to accommodate the 

antique hand pump. 

4. Entrance Door Hardware:  
a. Panic Device: 
b. Pull:  
c. Pivots: Offset pivots. 
d. Cylinders and keying:. System to be keyed to existing master system. 
e. Electronic access control. 

4. Glass: Insulating glass unit of standard thickness for framing system with both lights clear 
glass. Comply with the requirements for 08800 - Glass and Glazing. 

5. Glazing:  Comply with recommendations of FGMA and manufacturer of the insulating 
glass.  Design glazing channels with weeps so glass edges are kept dry.  Select 
compatible butyl glazing tapes and silicone sealant; require sealant manufacturer to test 
for and certify to  compatibility. 

08500 ALUMINUM WINDOWS 

1. Aluminum framed thermally broken insulated window system; 2” frame system; EFCO 
2500 Series,or similar. 
a. C-65 rating. 
b. Wind load:  90 mph, 21 psf, 29 psf at salient corners. 
c. Air in;filtration:   
d. Water penetration:   None at 12 psf. 
e. U value: 0.59. 

2. See Glazing for glass requirements. 
a.. Bottom sections where indicated on drawings to be etched (obscure glass). 



HKT Architects, Inc. Outline Specifications Medfield Fire and Police Station 
  

Date of this Revision: 4/24/2013. Outline Specifications Page 15 

b. Top sections to be spandrel glass. 

08630 METAL FRAMED SKYLIGHTS 

1. Metal framed insulated curb mounted skylight units:  
a. Double pitch; 5:12 sloped insulated, laminated safetyglazing. 
b. Wasco Classic Series; size as shown on drawings. 

08700 DOOR HARDWARE 

1. Provide door hardware to meet building standard hardware. Provide hardware for each 
door based on the recommendations of DHI for building type and door usage. 
a. Provide Sargent cylinders (Police Department standard). 
b. Provide electronic door access control system; coordinate with Police Department 

system requiremens. 

2. Comply with NFPA 80 for the installation hardware on fire-rated door openings. 

3. Submittals required: 
a. Hardware schedule indicating hardware sets and applicable openings. 
b. Catalog cuts of each hardware item. 

4. Provide master-keying; coordinate with for keying requiremets.  Provide temporary keying 
during construction. 

5. Install hardware at standard locations. For steel doors, refer to the recommendations of the 
Door and Hardware Institute (DHI); for wood doors, refer to the recommendations of the 
National Wood Window and Door Association (NWWDA).  Adjust hardware for smooth 
operation. 

6. Acceptable Manufacturers and products: 
a. Mortise Locks and Latches:  
d. Hinges:  Full mortise, ball-bearing, stainless steel hinges. 
e. Surface Mounted Closers:  LCN 4010/4110 Series; LCN 4030/4130 for utility closet 

doors and low frequency doors.  Provide delayed opening feature where scheduled. 
Comply with manufacturer's size recommendations based on size of door and 
frequency of use. 

f. Exit Hardware:  Von Duprin, Series 88. 

08800 GLASS AND GLAZING 

1. Summary: 
a. Glass for doors, sidelights and partitions where glass is within 18 inches a.f.f. or 12 

inches of a door opening:  6 mm clear tempered safety glass. 
b.. Glass for fire-rated doors:  Fire rated glass. 
c. Glass at other locations:  6 mm thick clear annealed. 
d. Obscure (etched) glass at lower exterior window panels. 
e. Spandrel glass at upper exterior window panels. 
f. One-way viewing glass at Audio Visual Surveilance areas. 
g. Mirrors:  Un-framed, wall mounted, at Fitness Room. 
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2. Glazing:  Comply with recommendations of FGMA and glass manufacturer for information 
not shown on details.  Use compatible setting blocks, edge blocks and shims.   

3. Related Work: 
a. Framed mirrors in toilet rooms, Toilet Accessories – Section 10810. 

09 - FINISHES  

09250 GYPSUM WALLBOARD 

1. Sumary: 
a. Metal stud framing. 
b. Gypsum board; moisture resistant board in damp areas. 
c. Abuse & Very High Impact Resistant fiberglass reinforced Gypsum Board system at 

designated areas, including Veneer Plaster finish. 
d. Cement board tile backer. 
e. Shaft wall system. 
f. Acoustical insulation and sealants. 
g. Cement backer board with veneer plaster finish to be located at the lower 2’0” of the 

apparatus bays. 
h. Fiberglass reinforced bullet resistant wall panels at transaction windows 

2. Related Work: 
a. Cold Formed Metal Framing and Exterior Sheathing, Section 05400 – Cold Formed 

Metal Framing. 
b. Building Insulation, Section 07210. 

3. Comply with the following industry standards:      
a. Steel studs, runners and furring standard:  ASTM C-645. 
b. Installation of steel framing:  ASTM C-754. 
c. Application and finishing gypsum board:  ASTM C-840. 

4. Design metal support systems to limit deflection to L/175, except limit deflection to L/360 
for partitions to be finished with ceramic tile.  Use minimum 25 gauge galvanized steel 
studs spaced 16 inches o.c. unless otherwise noted.  Provide additional bracing above 
ceiling wherever shown or required for proper support or of partitions or rigidity of soffits. 

5. Coordinate ceiling installation with work of mechanical and fire protection installers. 

6. Provide double studs at door and window jambs. 

7. Fire-rated assemblies:  Provide materials, accessories and application procedures which 
have been listed by UL or  tested in accordance with ASTM E 119 for the type of 
construction shown.  When patching new or existing partitions, maintain the integrity of fire-
rated assemblies. 

8. Partition Types: 
a. See Drawings and Partition Shedule for descriptions. 
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9. Metal Trim:  Apply galvanized steel trim to external corners and exposed edges of gypsum 
drywall.  Form control joints with back-to-back L-beads at maximum intervals of 30 feet at 
locations approved by Architect.  Provide expansion trim at expansion joints.  

10. Tape joints in drywall and finish joints and cover fasteners and metal trim with three coats 
of joint compound, sanding between coats.  If not required for fire-rating, second and third 
coats may be omitted where drywall is concealed above ceiling. After first coat of paint has 
been applied to drywall, return and patch or refinish as deemed necessary by the Architect 
to obtain a uniform and smooth appearance.  

11. Install access panels in gypsum drywall where required for access to new electrical and 
mechanical controls.  Locate as directed by Architect. 

09300 TILE 

1. Summary: 
a. Ceramic floor and wall tile. 
b. Porcelain tile. 
c. Thin-set system. 
d. Liquid applied aterproof membrane at toiliet and shower areas. 
e. Sealant work for tile installation. 

2. Schedule of Materials: 
a. Floor Tile, Toilet areas:  Unglazed mosaic tile. 
b.. Wall Tile:, Toilet areas  Glazed 4 x 4 wall tile. 
c. Porcelain tile:  Lobby areas. 

3. Related Work: 
a. Concrete, Section 03300. 
b. Joint Sealants, Section 07900. 
c. Waterproofing, Section 07100. 

09500 ACOUSTICAL CEILINGS  

1. Summary: 
a. Suspension system. 
b. Acoustical eiling panels. 

2. Submittals Required: 
a. Coordination Drawing showing layout of acoustical grid coordinated with lighting 

fixtures, HVAC grilles, sprinklers, and other similar items in ceiling.  Show locations 
of thermostats, pull stations, switches and other devices.  Use the same codes and 
symbols as are used on these drawings. 

b. Manufacturer's specifications and installation instructions for acoustic ceiling 
system; samples of grid and panels. 

3. Ceiling Systems: 
a. ACT-1:  Typical office areas: 

1. Suspension system: Narrow profile, Armstrong Suprafine 9/16”; USG Donn 
Centricitee. 
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2. Molded mineral fiber lay-in panels, Class A, type III; Armstorng Dune, 
Second Look; 24 x 48” 

b. ACT-2:  Wet areas:  
1. Suspension system:  Intermediate duty systems, 15/16 inch face dimension; 

conforming to ASTM C635, and meeting UL Class A requirements for flammabilitr. 
2. Molded mineral fiber lay-in panels, Class A, type III, Armstrong Fine Fissured 

Ceramaguard Perforated 607. 

4. Coordinate the location of diffusers, grilles, sprinkler heads and other ceiling mounted 
devices.  Coordinate location of work above ceiling.  If it is not possible to install ceiling 
grids or ceiling mounted devices as shown, notify the Architect at once, and wait for further 
instructions from the Architect before proceeding. 

5. Layout ceiling grids in accordance with reference points and ceiling heights shown on 
reflected ceiling plan.  If not otherwise shown, layout acoustical ceilings so that they are 
centered in both directions within each space or area. 

6. Center fixtures and diffusers within a ceiling panel, unless otherwise noted. 

7. Install ceiling suspension systems to comply with ASTM C636.  Secure directly to structure; 
do not suspend from ducts, pipes or other non-structural items. 

8. Align directionally patterned panels with pattern all in same direction. 

09620 RESILIENT ATHLETIC FLOORING 

1. Modular flooring system for Fitness Area:   
a. Robbins Sports Flooring Galaxy 500.  Colors from manufacturer’s standards. 

2. Maintenance Stock:  Provide 10% of each installed type and color. 

3. Related Work: 
a. Carpet, Section 09680. 
b. Testing and remediation for water vapor, Water Vapor Emission Control System, 

Section 09699. 
c. Resinous Flooring, Section 09700. 

09650 RESILIENT FLOORING 

1. Summary: 
a. Rubber floor tile. 
b. Rubber stair treads, risers and stringer trim. 
c. Rubber base. 

2. Related Work: 
a. Resilient athletic flooring in Fitness Room, Section 09620. 
b. Carpet, Section 09680. 
c. Testing and remediation for water vapor, Water Vapor Emission Control System, 

Section 09699. 
d. Resinous Flooring, Section 09700. 
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3. Submittals Required: 2 samples of each type for verification. 

4. Adhesives: Provide low-VOC content, water-borne adhesives. 

5. Maintenance Stock: 10% of installed flooring and base material.  

7. Examine the subfloor and the conditions under which the flooring is to be installed and 
notify the Contractor and Architect in writing of conditions detrimental to the proper 
completion of the work or to the life of the flooring to be installed.  Perform bond tests 
before installing glued-down carpet or resilient flooring.  Do not begin the installation until 
installer finds the substrate acceptable. 

8. Calcium Chloride Moisture Test: Conduct a calcium chloride test to determine moisture 
content of floor substrate.  Utilize a commercially prepared test kit, and have test results 
evaluated by weight method, not by visual examination.  Submit results of test to Architect 
and manufacturer for approval.  Include test protocol method, weight gain of sample, and 
calculations. Do not apply resilient flooring if more than 5 lbs of water per 1000 ft2 of area 
per 24 hour period is present. 

9. Leveling:  Fill minor depression, cracks and holes with portland cement latex underlayment 
so there is no visible waviness and floor is flat to 1/8 inch under a 10' straightedge.  
Vacuum floor just before beginning installation. 

10. Resilient Tile: Balance tiles in each room or area, unless other pattern is shown on 
drawings.   

11. Resilient Sheet Flooring: Adhere sheet flooring to substrates using method approved by 
flooring manufacturer.  Use conventional full spread adhesive method unless otherwise 
indicated. Seam vinyl sheet flooring by heat-welding in accordance with manufacturer's 
instructions to produce invisible seams, and as follows: 

12. Form integral cove base unless separate vinyl base is explicitly shown or scheduled.  
Construct coved base in accordance with manufacturer's instructions.  Form base over 
hard plastic fillet strip and cap with metal top edge strip.  Form outside corners using V-
plug method. 

13. Resilient Base:  Install wherever there is carpet, resilient flooring or access flooring.  Apply 
to all walls, columns, pilasters, casework and other permanent fixtures.  Use preformed 
outside corners and miter inside corners.  Installed base shall lie flat to wall. 

14. After installation, wash resilient flooring with neutral commercial cleaner and wax with high 
grade commercial floor polish, 15% to 20% solids equal to Armstrong S-400.  Protect all 
flooring from traffic during the remainder of the construction period. 

09680 CARPET 

1. Summary: 
a. Glue down carpet. 

2. Related Work: 
a. Resilient base, Section 09650. 
b. Resinous flooring, Section 09700. 
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c. Athletic flooring, Section 09620. 

3. Submittals Required: 
a. Two 12 inch square samples for confirmation.   
b. Seaming diagrams showing the location of seams, carpet types, lay of pile and 

extent of dye lots.  Submit two copies.   
c. Samples of edge strips and reducer strips. 
d. Provide certification that carpet materials, including adhesive, meet City of Boston 

standards for flammability and pass NBS Radiant Panel Test for minimum radiant 
flux of 0.22 watts/sq. cm. 

4. Carpet: 28 ounce, solution dyed, level-loop; specify recycled content. 

5. Adhesive: water-borne, VOC-compliant adhesives as recommended by the carpet 
manufacturer. 

6. Maintenance Stock: 10% of installed material, plus extra pieces of carpet larger than 2 
square feet. 

7 Examine the subfloor and the conditions under which the flooring is to be installed and 
notify the Contractor and Architect in writing of conditions detrimental to the proper 
completion of the work or to the life of the flooring to be installed.  Perform bond tests 
before installing glued-down carpet or resilient flooring.  Do not begin the installation until 
installer finds the substrate acceptable. 

8. Leveling:  Fill minor depression, cracks and holes with portland cement latex underlayment 
so there is no visible waviness and floor is flat to 1/8 inch under a 10' straightedge.  
Vacuum floor just before beginning installation. 

9. Carpet:  Full glue-down using as recommended by carpet manufacturer.  Maintain 
direction of pattern and texture and lay of pile in contiguous areas.  Use no fill strips less 
than 6 inches. Within any one room or area, use carpet from only one dye lot. Conspicuous 
color difference in the opinion of the Owner's Architect, between dye-lots in adjacent areas 
will not be acceptable.   

10. Run carpet to centerline under doors.  Provide cut-outs as required.  Trim accurately to 
vertical surfaces. Comply with additional recommendations of the Carpet and Rug Institute.  

09699 WATER VAPOR EMISSION CONTROL SYSTEM 

1. Summary: 
a. Moisture testing for slabs to receive reslient or resinous finishes. 
b. Slab preparation. 
c. Vapor control product; Koester VAP-1-2000. 

2. Related Work: 
a. Resilient Flooring, Section 09650. 
b. Resinous Flooring, Section 09700. 
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09700 RESINOUS FLOORING 

1. Provide trowel-installed epoxy flooring system with quartz aggregate and integral cove 
base at Detention Area. 

2. Related Work: 
a. Water Vapor Emission Control, testing and remediation (if required), Section 09699. 
b. Resilient flooring, Section 09650. 
c. Epoxy painting, Section 09910. 

3. Submittals required:  
a. Manufacturer’s product data and installation instructions. 
b. Color samples for selection by the Architect. 

4. Acceptable products: 
a. Crossfield Products Corp.; Dex-O-Tex, Decor Flor. 
b. Selby Battersby & Co.; Selbatwede. 
c. H.B. Fuller Co.; Tweedtex. 
d. Stonhard; SLT. 

5 New Concrete Floors: Correct minor imperfections, dips and rises with latex underlayment. 
Thoroughly remove surface laitance with mechanical methods such as sanding.  
Thoroughly wash and rinse floor to remove dusting and allow to dry for a minimum of 24 
hours. 

6. Thoroughly wash surface residues.  Allow to dry in a heated environment for a minimum of 
24 hours to insure no moisture is present in substrate. 

7. Conduct substrate moisture test by taping polyethylene to floor for 24 hours and examining 
for the presence of moisture.  Do not apply materials if condensation is present. 

8. Transitions:  Where resinous flooring abuts other finishes, provide saw-cut 1/4 inch deep.  
Chip out substrate behind saw-cut, feathering to surface over a 6 inch distance. 

9 Trowel application: Apply prime coat. Trowel resin and aggregate mixture 3/16 inch to 1/4 
inch thick. Provide 1/2 inch radius at cove base. Apply coat of clear epoxy resin over floor 
and bases and allow to cure. 

09900 PAINTING 

1. Summary: 
a. Paint new surfaces, including but not limited to walls, doors, trim, ceilings, conduit, 

piping, ductwork, metal joists, deck and structural system, where indicated on 
drawings and finish schedules. 

2. Submittals Required: 
a. Product data for each type of primer and finish. 
b. Field Samples:  For each type and color of paint, paint 100 square foot sample area 

and illuminate with finished lighting conditions for Architect's approval of color, 
sheen, coverage, and quality of wall preparation.  If color is not satisfactory, provide 
a second sample in corrected shade.  



HKT Architects, Inc. Outline Specifications Medfield Fire and Police Station 
  

Date of this Revision: 4/24/2013. Outline Specifications Page 22 

3. Finishes:  
a. Drywall and Plaster: PVA primer and two coats eggshell finish. 
b. Steel and Wood: alkyd primer and one coat alkyd semi-gloss enamel.   
c. Masonry: Latex block filler, and two coats eggshell latex finish. 
d. Epoxy: High-performance epoxy; 2-component water-borne epoxy; Tnemec,  Series 

111/112 Tneme Tuf-Coat. Provide primer as recommended by manufacturer for 
substrate. 

1. High performance finish at Holding Cells 123, 125, Toilet 126, and Corridors 119, 
120, 122, Booking 121, Special Storage 110, Property 124. 

4. Provide best grade of trade sales materials by scheduled manufacturer.  Match colors and 
sheens scheduled on Finish Schedule. 

5. Prior to painting complete minor spackling and patching of drywall surfaces.  Caulk gaps 
at changes of material (such as drywall to wood and at door frames at both new and 
existing work, to provide a smooth surface for painting.  Use paintable latex-acrylic sealant. 

6. Remove all hardware, accessories, fixtures and similar items before beginning work.  
Reinstall after completion of painting and wall covering work. 

7. Store, mix and apply paints in strict conformance with paint manufacturer's 
recommendations. 

8. Painting: Omit primer on previously painted or shop-primed items.  Apply additional coats 
if necessary for even color and coverage.  Paint surfaces behind moveable equipment and 
furniture same as adjacent surfaces.  Paint access panels and electric load center covers 
to match surrounding surfaces.  Paint wood backboards with latex paint to match 
surrounding wall.  Paint exposed piping, hangers and ductwork.   

10 - SPECIALTIES 

10100 VISUAL DISPLAY BOARDS 

1. Tack boards; 4 x 4 foot size; provide 15. 

2. White boards; 4 x 4 foot size; provide 15. 

3. Locations to be determined. 

4. Coordinate requirements for blocking with Section 026100, Rough Carpentry. 

10150 TOILET COMPARTMENTS 

1. Floor anchored overhead braced, solid acrylic plastic:  Santana or equal. 

2. Related Work: 
a. Privacy curtains for shower compartments: Section 109250, Misc. Specialties. 

10200 LOUVERS AND VENTS 
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1. Exterior louvers. Anodized aluminum finish; Sized by Division 15 – HVAC. 

10440 SIGNS AND DIRECTORIES 

1. Summary: 
a. Exterior:  Anodized aluminum dimensional letters. 
b.. Interior:  Unframed panel signs.  ADA compliant. 

1. Typical room designation signs. 
2. Pictorial signs as required for accessibility. 

10500 LOCKERS 

1. Personnel lockers:  24 x 30 inch full height lockers in locker rooms with integral bench. 
a. Built up curb. 
b. Sloped top. 

2. Gear lockers: 21 x 24, Gear Grid or equal 

10520 FIRE EXTINGUISHERS 

1. 2A-10BC type, located per code (within 75’). 

2. Recessed cabinets; where wall thickness does not permit, use semi-recessed cabinets. 
a. Cabinet size 9 x 24 x 6 inches. 

10605 WIRE PARTITIONS 

1. Wire partition at Building Storage area.  Includes locking gate. 
a. 9 gauge, 1-1/2” wire mesh, 1-1/4 x 1-1/4 inch steel angle frame with 2 x 2 inch 14 

gauge steel tube framing.  Provide gate and padlock lug.  Primer and baked enamel 
finsh. 

10810 TOILET ACCESSORIES 

1. Typical toilet rooms: 
a. Grab bars. 
b. Waste paper/paper towel dispenser. 
c. Two roll toilet paper dispenser. 
d. Sanitary napkin disposal. 
e. Grab bars. 
f. Soap dispenser. 
g. Wall mounted framed mirror.   
h. Mop strip in Janitor Closets. 
i. Robe hooks. 

2. Related Work: 
a. Unframed mirrors, Section 08810 – Glass. 
b. Privacy curtains at shower compartments, Misc. Specialties Section 10950. 
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10940 FLAGPOLE 

1. Locate as shown on site plan. Related sections: 03310 Concrete 

2. Taperd pole, heat-treated  and age hardened aluminum tubing 3/16” minimum wall thickness, 
Height: 24 feet 

3. Provide all mounting accessories, base and halyards for complete installation 

10950 MISCELLANEOUS SPECIALTIES 

1. Summary: 
a. Privacy curtains at shower compartments. 

2. Related Work: 
a. Shower curtains and rods at modular showers. 
b. Toilet accessories. 

3. Privacy Cutrains: 
a. Ceiling mounted track and curtain; 2.2 curriers per LF of track. 
b. Refer to drawings for locations and sizes. 
c. Products:  AR Nelson, #1200 Track and #11 carrier; standard curtain. 

11 - EQUIPMENT 

11130 AUDIO VISUAL EQUIPMENT 

 1. Proivide two (2) 60” flatscreen LED monitors. 

11450 APPLIANCES: 

1. Furnish and install the following in quantities shown in parentheses: 
a. Under-counter refrigerator (1) 
b. Full-size residential refrigerator (1) 
c. Microwave (2) 
d. Toaster-oven (1) 
e. Disposers (2) 
f. Commercial Stove and hood(1) 
g. Commercial refrigerator (1) 
h. Commercial dishwasher (1) 
i. Commercial microwave (1) 
j. Commercial Toaster-oven (1) 

11830 FIRE POLE 

1. Furnish and install a brass slide pole as manufactured by McIntyre Brass Works Inc., 
Somerville, MA. 

a. Model 22  
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12 - FURNISHINGS 

12200 HIGH DENSITY FILE STORAGE 

1. Provide high density file storage units equal to Spacesaver mobile storage units as shown on 
the drawings. 

12300 METAL LABORATORY CABINETS 

1. Metal laboratory type casework in Booking Area and Decontamination area. Provide epoxy 
resin countertops. 
a. Fisher Scientific; Kewanee; Jamestown Metals. 

2. Metal Storage Cabinets 

12345 ENTRANCE MATS AND GRILLES 

1. Recessed, framed metal entrance anti-slip grille; aluminum grille and frame; galvanized 
steel liner. 
a. Mats, Inc. Safetrack. 

2. Related Work: 
a. Concrete, Section 03300. 

12500 WINDOW TREATMENT 

1. Perforated visually transparent fabric chain operated roll up shades:   
a. Basis of design – MechoShade Thermoveil Series; equals by Draper or Vimco. 
b. Selection of perforation, color to be determned. 

13 - SPECIAL CONSTRUCTION 

13020 SECURITY AND DETENTION EQUIPMENT 

1. Summary: 
a. Sliding steel cell doors; 3’ x 7’ x 2” thick door, insulated.  Frame to be 3/16” steel 

bent plate with 2 inch returns.  Top and bottom track mounting assembly.  ½” 
scratch-free polycarbonate glazing, equal to Lexan Margard MCP-500.  Ryan Iron; 
VanNorden; Chicago Bullet Proof Equipment.  Sliding track and Lock -- Folger 
Adams 102-3Nm #32D lock and #2 raised pull. 

b. Galvanized steel built-in bench/bunk; full skirt; bunk to extend from wall to wall; 
3/16” steel.  Galvanize and prime paint. 

c. Steel plate ceiling system; 3/16” steel panels with interlock.   
d. Suicide proof HVAC register. 
e. Suicide proof light fixture. 
f. Cell monitor/audio system. 
g. Pistol locker, wall mounted;  American Locker Secureity System Model 4-1; 14” w x 

28” h x 4” d, compartments are 12” x 6”.  Key operated.  16 ga steel, 18 ga panels. 
h. Evidence lockers: American Security Systems or equal. Provide following units: 

i One Model 1-2; 12w x 18d x 76h 



HKT Architects, Inc. Outline Specifications Medfield Fire and Police Station 
  

Date of this Revision: 4/24/2013. Outline Specifications Page 26 

ii One Model 2-2; 12w x 18d x 76h 
iii One Model 3-2; 19w x 31d x 76h 

2. Transcation Window Accessories: 
a. Stainless steel deal tray:  CR Laurence SSDT 12” d x 24” w. 
b. Speak through:  CR Laurence Co., Bulletproof Clear Vision Speak-Thru, CAD101 

Acrylic; requires 6” hole. 

3. Related Work: 
a. Detention toilet:  See Plumbing, Division 15. 

14 – CONVEYING EQUIPMENT 

14200 HYDRAULIC PASSENGER ELEVATOR 

1, 2500# hydraulic elevator. 
a. Direct piston holed unit; cylinder encased in PVC liner. 
b. Fire Service Operation Phase I and II. 
c. Automatic lowering feature. 
d. Electrical requirements, 208 v, 60 cycle. 
e. Travel distance:  Approximately 16 feet. 

2. Standard interior cab finishes. 

3. Owner to provide phone service and device. 

15 - MECHANICAL AND PLUMBING 

15300 FIRE SUPPRESSION 

1. Summary 
a.  

15400 PLUMBING 

1. Summary 
a. Emergency Eyewash and Shower 
b. Service sinks. 
c. Detention toilet/lav combination unit. 
d. Hose bibbs. 
e. Pre-manufactured modular fiberglass shower stalls. 

2. Related Work: 
a. Privacy curtains, Section 10950 – Misc. Specialties. 
b. Shower rods and curtains, Section 10810 – Toilet Accessories. 
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15000 HVAC  

1. Summary: 
a. System: Provide complete HVAC system meeting appropriate ASHRAE standards. 

2. Related Work: 
a. Suicide proof detention HVAC register, Section 13020 – Security and Detention 

Specialties. 
b. Utility systems, Section 02500. 

3. Codes and Standards: 
a. Perform mechanical work in full compliance with applicable codes and regulations. 
b. Comply with applicable SMACNA standards for fabrication and installation of low 

pressure ductwork.   

4. Submittals:   
a. Submit shop drawing indicating layout of supply, return and exhaust grills for 

coordination with lighting plan. 

5. Test and balance systems after installation and indicate air flows for each register on 
record drawings.  

16 - ELECTRICAL 

16000 - ELECTRICAL 

1. System: 
a. Electrical system. 
b. Fire Alarm system. 

2. Related Work: 
a. Utility Systems, Section 02500. 
b.  

3. Coordination with Owner provided systems: 
a. Voice/Data wiring and devices. 
b. Electronic door access control systems. 
c. Security systems, including CCTV and alarms. 
d. Cabling:  Provide pull strings at all empty conduits.  Do not install cabling within 12 

inches of a fluorescent light fixture. 

4. Provide required power to mechanical units.  Coordinate with mechanical contractor for 
locations. 

 




